Technical data

Order number:
EAN
Cutting type:

Security level (DIN
66399):

Cutting capacity in
sheets 80g/m2:

Driving power:

Voltage / Frequency:

Product information

We have integrated a manual oiler
into the device which will ensure it

runs smoothly, giving a

consistently high cutting capacity

and quality.
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HSM Powerline FA 400.2 - 11.8

mm

HSM Powerline FA 400.2 heavy duty document

shredder

Thanks to its large throughput, this sturdy and durable heavy duty
document shredder is perfect for use in archives or central stations

for document shredding.

Intake width:

Container volume /
collecting:

Noise level (idle
operation):

Weight:

Shredder material:

Our device has a practical storage
table to put data carriers on before

or during your shredding

operations.

428 mm
460 |

ca. 61 dB(A)

445 kg

Paper, Staples and paper
clips, Credit card, CD/DVD,
Crumpled paper, Floppy
disk, Computer listings

The device can be used on a
mobile basis and has smooth-
running, stable castors with a
parking brake.
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Schneidwellen aus gehartetem
Vollstahl

Die induktionsgeharteten Vollstahl-
Schneidwellen sind unempfindlich
und garantieren Langlebigkeit.

Komfortable Arbeitshéhe

Die Eingabe von Datentragern erfolgt
in einer komfortablen Arbeitshdhe.

Dauerbetrieb

Der kraftvolle Motor stellt eine hohe
Schnittleistung und den zuverlassigen
Dauerbetrieb sicher.

Funktionelles Bedienfeld mit
LED-Anzeige

Das Bedienfeld mit LED-Anzeige
signalisiert den Betriebszustand des
Datenvernichters.

Anwendersicherheit durch Not-
Aus-Schalter

Bei Betatigung des Not-Aus-Schalters
wird das Gerat sofort gestoppt.

Ty

Miihelose Entleerung

Das muhelose Entleeren erfolgt durch
den ausziehbaren Wagen mit Mehr-
weg-Auffangbeutel.
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