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HSM V-Press 860 plus

HSM Vertical Baling Presses –
compact, space-saving and reliable.

Feeding: Manual

HSM V-Press 860 S

For compacting hard plastics (e.g. monitor 

and TV housings) as well as expansive 

plastic films.

HSM V-Press 860 E / 860 P 
For compacting crushed PET bottles  

in bags or opened and perforated  

PET bottles.

Application areas: Retailers, trading,

manufacturers, central storage areas, industry,

distribution centres, logistics

Pressing power:   

30 kN to 594 kN

Bale strapping:  

Manual, with polyester tape  

or wire cut to length. 

Bale weight: 			 

40 kg to 550 kg

Advantage:  

Low space requirement

Energy efficient and quiet

Suitable for the following material: 

Cardboard, paper, film. Further materials on

request (e.g. polystyrene, cans, PET, stiff

plastics etc.)

HSM V-Press 860 L

Produces bales with a recess for

easy transport without a pallet.

For special applications
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HSM FP 3000 Barrel Press

Suitable for light metal and rolled hoop

barrels.

HSM V-Press 860 TimeSave

For time-saving filling via lifting/tilting

device.

HSM V-Press 860 plus QL  
For economical compaction and quick 

setting with quick link wire.
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HSM HL 1615

HSM Horizontal Baling Presses –
for many different materials.

Large loading aperture

Application areas: Trading, manufacturers,

logistics, central storage areas, paper industry,

printing plants, disposal companies

Feeding:  

Manual or automatic

Pressing power:	

80 kN to 700 kN

Compaction against 

counterplate by  

horizontally moving 

press ram

HSM Horizontal Baling Presses are suitable for different materials such as paper, cardboard, film, expanding foams,

polystyrene, hollow vessels, metal buckets, barrels, car tyres and much more. Other materials on request.

Car tyres Expanding foams Stiff plastics

Suitable for the following materials:  

Paper, cardboard, film, expanding foams,  

polystyrene, hollow vessels, metal buckets, 

barrels, car tyres and much more

Bale weight: 			 

up to 850 kg 

Bale strapping: Manual, 

with polyester tape or wire

Advantage:  

Low overall height, also suitable for bulky material
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The baling presses HSM HL 7009 and HL 4809

thanks to the lifting/tilting device have a decisive 

added-value factor: signifi cant savings in

time with less staff needed for the task. It

only takes a few seconds to load the machine

with the collecting cart or with a large refuse

container for a HL 7009 MGB.

Save time and money with volume reduction
and automatic loading!
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HSM VK 5012

HSM VK 8818HSM VK 1210 HSM VK 12018

HSM Fully Automatic Channel Baling Presses –
individual system solutions, custom disposal
systems.

All kinds of feeding 

possible

Suitable for the following material: 

Cardboard, paper, fi lm (PPK), DSD, PET, 

UBC, composite materials and more

Pressing power: 	

Up tp 1500 kN.

Feeding: Mainly continuous  

feeding via several types of 

systems (e.g. conveyor belt, 

forklift, suction system etc.)

Application areas: logistics, central storage 

areas, paper industry, printing plants, distribution 

centres, industry, disposal companies

Bale weight: Up to 1250 kg. 

Fully automatic compression 

and bale strapping

Option: With frequency-controlled drive – saves 40 % of the 

energy used by standard drives

Application in industry Application at a waste disposal
company

Application at a logistics
service provider
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We are your partner –
for products and project planning!

HSM does not just offer hardware alone, but provides

individual system solutions as well.

When it comes to demanding systems, you can benefit

from our extensive know-how and broad experience.

HSM specialists assist you right from the start on-site

and provide ongoing support and service.

With the wide range of options and accessories, our

disposal solution can be fully integrated into your

existing operation and processes. The customized

design makes the entire system efficient. 
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SubsidiariesHead office and production sites
in Germany

Sales and service points

All specifications are listed without guarantee. Technical and design modifications reserved.
For latest product specifications visit www.hsm.eu

HSM Técnica de Oficina y  
Medioambiente España, S.L.U.

HSM France SAS

HSM (UK) Ltd.

HSM Polska Sp. z o.o.

HSM of America LLC

HSM GmbH + Co. KG  
 Austraße 1-9  
88699 Frickingen / Germany 
Tel.	+ 49 7554 2100-0
Fax	+ 49 7554 2100-160 
info@hsm.eu 
www.hsm.eu
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