Energy efficient
waste disposal solution
Piled higher

Customer quote:

It’s 6.20 metres high, weighs 40 tonnes and has a pressing power of 1,200 kilonewton (kN): the fully automated VK 12018 R channel baling press from HSM in Frickingen for pressing paper, cardboard and cardboard boxes has been in use by the
disposal company SITA in Hochheim for around three months. There are fewer bales
thanks to the enormous pressing pressure and the large bale format. This allows SITA
to utilise the warehouse in the best way possible, speed up logistics processes and

“HSM’s fully automatic channel baling
press allows us to optimise our warehouses and logistics processes whilst
simultaneously saving energy.”
Joachim Häffner, Operations Manager SITA
Rohstoffwirtschaft
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Good after-sales service
HSM also demonstrated flexibility when it
came to setting up the channel baling press.
The roof of the hall is 6.23 metres high, only
three centimetres higher than the system.
But Joachim Häffner wanted to install the
press here “in order to utilise the hall fully”.
There was only one thing that HSM could
not do. The channel baling press was
supposed to begin operations on Monday,
June 13th. One day later, the time had come.
The reason: both parties were so excited
they forgot that the 13th was Whit Monday,
and therefore a bank holiday.

The Facts
Company
SITA Deutschland GmbH is one of the
largest disposal companies in Germany,
providing a service to around 10 million
people and 60,000 customers from industry,
commerce and trade. The disposal company
operates around 100 sites in Germany and
employs more than 3,000 people. Turnover
in 2010 was 501.9 million euros. The
company is part of the SUEZ ENVIRONNEMENT GROUP, one of the largest providers
of waste disposal and water supplies in the
world. The SITA site in Hochheim am Main is
part of the SITA feedstock economy section,
which every year prepares around 280,000
tonnes of paper, cardboard and cardboard
boxes in six of their own systems and sells
a total of 550,000 tonnes of paper,
cardboard and cardboard boxes.
Task
Every year, around 30,000 tonnes of paper,
cardboard and cardboard boxes from
households, printers, businesses and press
wholesalers (unsold newspapers) accumulate on the SITA premises in Hochheim. These
quantities are set to increase considerably in
the near future. The current daily output of
160 bales will almost double to around 300
bales. That is why only a large solution would
do for SITA. Highly compressed bales can be
stacked to a greater height, which increases
the capacity of the warehouse.

Solution
The SITA warehouse in Hochheim has
limited space. The more compressed the
bales of paper and cardboard are, the
more stable they are. They can therefore
be stacked higher and safer. For the same
reasons, paper mills insist on heavily
compressed bales. And finally, the high
compression pressure reduces the
number of bales, which in turn reduces
the cost to SITA for logistics and wire. The
binding wire for each bale costs around
1.30 euros.
Benefits
• Warehouse optimisation: highly
compressed bales can be stacked higher
and more safely
• Prime supplier: the higher density of the
bales makes SITA the preferred supplier
to paper mills
• Fewer bales: where a normal press
would convert 24 tons of paper and
cardboard into 36 to 50 bales, SITA can
produce 24. This reduces the cost for
binding wire by a third
• Less loading traffic and faster loading:
SITA in Hochheim needs only 12 forklift
truck trips per truck load, and also requires
fewer truck trips
• Power saver: the frequency-controlled
drive developed by HSM reduces the
power consumption of the channel baling
press by up to 40 percent when
compared to traditional drive systems
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